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INTRODUCTIONINTRODUCTION

At	some	point	during	the	use	of	your	Casio	CTK-501,	you	might	encounter	a	time	where	the
LCD	screen	starts	to	malfunction	or	in	some	cases	just	stop	working.	With	this	guide	we
will	help	you	get	to	the	screen,	and	show	you	how	to	replace	it	so	that	the	screen	can	work
like	new.

For	this	repair	you	will	need	a	total	of	two	things,	a	#2	Phillips	head	screwdriver,	and	two
pieces	of	tape.	If	you're	not	sure	if	you	have	the	right	tools	or	if	you're	not	sure	where	to	get
them,	the	links	to	both	the	tape	and	screwdriver	have	been	provided.

Before	starting	on	this	guide,	check	again	to	see	if	the	screen	is	working	or	not,	power	it	on
and	off	a	couple	times,	and	make	sure	it's	connected	to	a	power	source.	If	the	problem	still
persists	and	the	screen	isn't	working,	you	can	continue	with	the	guide,	but	check	and	be
sure	that	the	device	is	completely	powered	off	before	starting	to	take	it	apart.

TOOLS:TOOLS:

Tape	(2)
Phillips	#2	Screwdriver	(1)

Step	1Step	1		—	—	Bottom	PanelBottom	Panel

Flip	the	keyboard	over	so	that	the	bottom	is	facing	up.

Remove	the	twenty-seven	12	mm	screws	from	the	dark-grey	panel	using	a	Phillips	#2
screwdriver.

file:///Item/Tape
https://www.amazon.com/2-phillips-screwdriver/s?k=2+phillips+screwdriver


Step	2Step	2

Remove	the	bottom	panel	by
lifting	and	pulling	it	towards
yourself.

Step	3Step	3

Flip	open	the	top	half	of	the	keyboard.

Set	the	keyboard	onto	the	bottom	half	with	the	internal	parts	facing	up.

Be	careful	not	to	let	the	bottom	drop.



Step	4Step	4		—	—	LCD	ScreenLCD	Screen

Completely	unscrew	and
remove	all	six	of	the	screws	on
the	central	circuit	board.

Step	5Step	5

Lift	the	circuit	board	out	of
your	way.



Step	6Step	6

Remove	tape	from	the	LCD
screen	and	remove	the	screen
completely.

Step	7Step	7

Replace	the	LCD	screen	and	tape	it	down	to	the	top	cover.



To	reassemble	your	device,	follow	these	instructions	in	reverse	order.

Step	8Step	8

Place	the	circuit	board	back	on
top	of	the	LCD	screen.

Screw	all	of	the	screws
completely	in	their	original
positions.


