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INTRODUCTIONINTRODUCTION

This	manual	is	for	Acer	Aspire	model	E5-571-5552	to	replace	any	non-operational	keys	on
your	personal	computer.	This	demonstrates	how	to	remove	the	laptop	keyboard	along	with
the	touchpad.	Beware,	the	keyboard	and	touchpad	are	connected	during	the	removal
process.	Prior	to	proceeding	with	this	manual,	inspect	the	keyboard	for	any	liquid	or	debris
that	may	have	fallen	into	the	keyboard	causing	it	to	be	non-functional	or	not	work
properly.	Follow	this	link	to	learn	how	to	clean	your	laptop	Laptop	Keyboard	Cleaning
Guide.	Before	continuing	with	the	process,	make	sure	to	turn	off	your	laptop	completely
and	unplug	it	from	any	external	power	sources.

TOOLS:TOOLS:

Spudger	(1)
Phillips	#0	Screwdriver	(1)
Metal	Spudger	(1)
iFixit	Opening	Tool	(1)

Step	1Step	1		—	—	BatteryBattery

Make	sure	the	laptop	is	shut
down.

Flip	the	laptop	upside	down.
Rotate	it	so	the	battery	faces
you.

https://www.ifixit.com/Guide/Laptop+Keyboard+Cleaning+Guide/117547
https://www.ifixit.com/products/spudger
https://www.ifixit.com/products/phillips-0-screwdriver
https://www.ifixit.com/products/metal-spudger
https://www.ifixit.com/products/ifixit-opening-tool


Step	2Step	2

Place	the	pointed	end	of	a
spudger	into	the	battery	lock.
Slide	the	battery	lock	to	the	left
using	the	spudger.	A	"click"
sound	will	accompany	the
release	of	the	battery.

Step	3Step	3

Pull	the	battery	towards	you	to
remove	it	from	the	laptop.



Step	4Step	4		—	—	KeyboardKeyboard

Remove	all	eighteen	8	mm
screws	with	a	Phillips	#0
screwdriver.

Step	5Step	5

Carefully	pry	apart	the	clips	holding	the	keyboard	in	place	by	moving	a	metal	spudger
along	the	seam.

Be	careful	not	to	break	the	plastic	clips.	Do	not	remove	the	keyboard	until	told	to	do	so.



To	reassemble	your	device,	follow	these	instructions	in	reverse	order.

Step	6Step	6

Carefully	flip	up	the	white	hinge.	Then,	detach	the	three	ZIF	ribbons	connected	to	the
motherboard.

Remove	the	panel	with	the	keyboard	and	the	touchpad.


